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TECHNICAL DATASHEET

8330 // TOUGH GRIP N
Material: Nitrile, black
Coating: -
Size(s): S-2XL
Packaging unit: 500 pieces
Certification: EN ISO 374

ISO 374-1:2016/Type A ISO 374-5:2016

JKOPST PO
W

DE
R

PREM
IU
M

☆QUA
LI
TY

☆

Description
NITRAS TOUGH GRIP N, nitrile disposable gloves, black (colour code: 1000), non-sterile, rolled edge, powder-free, innovative scale surface for perfect 
grip on wet and dry surfaces, perfect fit, very durable, for food contact, ambidextrous (left and right hand), colour code system for sizes, AQL 1,5, 
protection against micro-organisms and bacteria, premium quality, 10 boxes, 50 pieces each

Material Colour
Palm: Nitrile Black
Index finger and thumb: Nitrile Black
Back of the hand: Nitrile Black
Fingertips: Nitrile Black
Cuff / knitted wrist: Nitrile Black

Thickness (approx.) mm
Finger 0.26
Palm 0.15
Cuff -
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EN 420:2003 + A1:2009 Testing parameter Level Result
Dexterity 1-5 5

ISO 374-1:2016/Type A Testing parameter Level Result

JKOPST

n-heptane 1-6 3
Sodium hydroxide 40% 1-6 6
Sulphuric acid 96% 1-6 1
Ammonium hydroxide 25% 1-6 5
Hydrogen peroxide 30% 1-6 6
Fluoric acid 40% 1-6 2
Formaldehyde 37% 1-6 6

ISO 374-5:2016 Testing parameter Level Result
Penetration - Passed
Permeation - Passed


